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Properties

• high oxidation stability
• excellent material compatibility
• excellent hardware protection

Technical specifications

Properties Data Unit Testing under

Kinematic Viscosity at 100°C 7.1 mm²/s DIN ISO 51562-2:1988-12
Viscosity Index 176 DIN ISO 2909:2004-08
Appearance YELLOW VISUELL
Density at 15°C 849 kg/m³ DIN EN ISO 12185:1997-11
Pour Point -63 °C ASTM D 7346:2015

• very high copper corrosion protection
• excellent electric motor compatibility
• low wear due to metal entry

Description
AVENO ePWR MBe Fluid is a synthetic oil specially developed for vehicles in the EQ series, eSprinter and eVito of Mercedes-Benz AG. Selected additives provide 
good electrical resistance and dielectric properties. The unique formulation protects the electric motor due to its anti-wear, anti-foam and anti-corrosion properties.

Instructions for use
AVENO ePWR MBe Fluid lubricates and cools the electric motor EM780 (front and/or rear) of the models EQA, EQB, EQC, EQV, eSprinter and eVito when the 
specification MB 236.24 is required. It is recommended to rinse with AVENO ePWR MBe Fluid before final filling with AVENO ePWR MBe Fluid. The operating 
instructions of the manufacturers must be observed. 
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Notice: To the best of our knowledge, all of the information provided was in accordance with the latest findings and developments of the_Deutsche Ölwerke Lubmin GmbH. Our products are subject to continuous 
development. For this reason, our products, the manufacturing processes and all related information on this product page are subject to change at any time and without notice, unless customer-specific agreements 

exist. The data listed are based on standardized test procedures under appropriate laboratory conditions and are to be regarded as general, non-binding reference values.
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